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BAZF Welding ends

BAZF Welding ends
Longitudinally welded pipes pieces with a 
sheet thickness of 2.00 mm.

Designed to be welded onto a machine to 
start a dust extraction line.

Material
2.00 mm black steel.

Type
Rolled sheets with 6 mm edges for lock rings.

Options
- stainless steel execution
- wear resistant lining as of Ø150 (83º Shore) 
-  equipotential equalization
-  powder coated RAL 7032
-  other lengths
- other diameters
-  other sheet thicknesses, depending on length and diameter
-  other types of edges or connections

Ø d Code L s Weight
mm  mm mm kg
100 BAZF000002 55 2.00 0.20
120 BAZF000003 55 2.00 0.31
140 BAZF000004 55 2.00 0.40
150 BAZF000005 55 2.00 0.45
160 BAZF000006 55 2.00 0.50
175 BAZF000007 55 2.00 0.50
200 BAZF000009 55 2.00 0.65
224 BAZF000010 55 2.00 0.72
250 BAZF000011 55 2.00 0.76
280 BAZF000013 55 2.00 0.80
300 BAZF000014 55 2.00 0.91
315 BAZF000015 55 2.00 0.95
350 BAZF000016 55 2.00 1.01
400 BAZF000017 55 2.00 1.21
450 BAZF000018 55 2.00 1.30
500 BAZF000019 55 2.00 1.52
550 BAZF000020 55 2.00 1.67
560 BAZF000021 55 2.00 0.72
600 BAZF000022 55 2.00 1.76
630 BAZF000023 55 2.00 1.90




