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AAAF Inspection doors type ‘NFX’ with loose lid

Inspection doors type ‘NFX’ with loose lid
Inspection doors type ‘NFX’ are made in accordance with 
the NFX44-052 norm and can be applied to an existing 
pipe. 

These inspection door are designed to house measuring 
devises.

The doors are attached to the pipe with rivets or self-
tapping screws. The lid is mounted with M8 bolts/nuts.

Ø d Code A x B s Weight
mm  mm  mm kg

120 to 125 AAAF000001 100 x 400 1.50 3.00

140 to 160 AAAF000004 100 x 400 1.50 2.92
180 AAAF000005 100 x 400 1.50 2.88
200 AAAF000006 100 x 400 1.50 2.88
225 AAAF000007 100 x 400 1.50 2.85

250 to 280 AAAF000008 100 x 400 1.50 2.85
300 to 315 AAAF000010 100 x 400 1.50 2.82

350 AAAF000012 100 x 400 1.50 2.80
400 AAAF000013 100 x 400 1.50 2.79
450 AAAF000014 100 x 400 1.50 2.79
500 AAAF000015 100 x 400 1.50 2.78
550 AAAF000016 100 x 400 1.50 2.77

600 to 650 AAAF000017 100 x 400 1.50 2.77
700 to 750 AAAF000020 100 x 400 1.50 2.76

800 AAAF000022 100 x 400 1.50 2.75
850 AAAF000023 100 x 400 1.50 2.74

900 to 1000 AAAF000024 100 x 400 1.50 2.75

Material
1.50 mm black steel 1.0330 powder coated in RAL 9006.

Type
Welded sheets, including loose lid with sealing tape and bolts.

Options
-  other materials

  Please state pipe diameter when ordering!




