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BAZE Ducting grills

BAZE Ducting grills
End grills to place at the end of a line to be mounted with rings.

Designed to stop animals, larger materials, or people from 
accessing the inside of the ducting.

Needs a ring to mount on ducting element.

Material
2.00 mm black steel 1.0330 powder coated in RAL 7032.
Electrostatically conductive and food-safe powder coating thickness 
of 30 to 60 μm.
Temperature resistance up to +80ºC.
Approx. 60% of free space.

Type
Cut sheets with 6 mm edges for lock rings.

Options
- stainless steel execution
-  equipotential equalization
- other diameters
-  other colors

Ø d Code A b s Weight
mm  mm mm mm kg
100 BAZE000002 112 7 2.00 0.08
120 BAZE000003 132 7 2.00 0.10
140 BAZE000004 148 7 2.00 0.12
150 BAZE000005 162 7 2.00 0.14
160 BAZE000006 172 7 2.00 0.18
180 BAZE000007 192 7 2.00 0.20
200 BAZE000008 212 7 2.00 0.26
225 BAZE000009 229 15 2.00 0.30
250 BAZE000010 262 15 2.00 0.36
275 BAZE000011 287 15 2.00 0.42
280 BAZE000019 392 15 2.00 0.48
300 BAZE000012 312 15 2.00 0.54
315 BAZE000013 329 15 2.00 0.60
350 BAZE000014 362 15 2.00 0.78
400 BAZE000015 412 15 2.00 0.96
450 BAZE000016 462 15 2.00 1.16
500 BAZE000017 512 15 2.00 1.36




