
39

B

| Industrial ducting | Powder coated

FA
.T

01
.ID

P
A

IN
T

E
D

.N
S

V
4.

2.
20

22
.E

N

BAZA Hose reductions

BAZA Hose reductions
Pipe piece especially designed to connected a flexible hose to 
the rest of an installation.

The flexible hose side is slightly smaller that the nominal 
diameter and is foreseen with a boom to ensure the thight fit of 
the hose.

It is recommended to use a hose ring to secure the hose on the 
hose reduction.

Ø d Code A B C F L s Weight
mm mm mm mm mm mm  mm kg
100 BAZA000014 25 98 100 10 100 2.00 0.52
120 BAZA000015 25 118 120 10 100 2.00 0.62
140 BAZA000016 25 134 136 10 100 2.00 0.71
150 BAZA000017 25 148 150 10 100 2.00 0.80
160 BAZA000018 25 158 160 10 100 2.00 0.85
175 BAZA000019 25 173 175 10 100 2.00 0.90
200 BAZA000020 25 198 200 10 100 2.00 1.00
224 BAZA000021 25 218 220 10 100 2.00 1.15
250 BAZA000022 25 248 250 10 100 2.00 1.30
280 BAZA000023 25 277 279 10 100 2.00 1.40
300 BAZA000024 25 298 300 10 100 2.00 1.50
315 BAZA000025 25 312 314 10 100 2.00 1.70

Material
2.00 mm black steel 1.0330 powder coated in RAL 7032.
Electrostatically conductive and food-safe powder coating thickness 
of 30 to 60 μm.
Temperature resistance up to +80ºC.

Type
Rolled sheets with 6 mm edges for lock rings.

Options
- FDA and EU compliant food-grade quality
- hot-dipped galvanized or stainless steel execution
-  equipotential equalization
-  other colors
- other diameters
- other sheet thickness, depending on length and diameter
-  other types of edges or connections

Example of hose mounting




