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Mounting brackets with M8/10 insert GBEA

Material 
Ring : Stainless steel AISI 304
Lining : EPDM (Keltan), -50ºC up to +110ºC

Options
- other diameters

Mounting brackets with M8/M10 insert GBEA
Mounting bracket with integrated rubber lining for the suspension of 
ducting on an existing structure. Delivered with 2 bolts M6 (Ø80 to 400) or 
M8 (Ø450 to 500).

Can be mounted on a threaded rod (GAZF) by means of the integrated M8 
(Ø80 to 400) or M10 (Ø450 to 500) insert.

Ø                     Code L s Weight
mm mm kg

80 GBEA000001 30 2 0.16
100 GBEA000002 30 2 0.19
120 GBEA000003 30 2 0.22
125 GBEA000003 30 2 0.22
140 GBEA000004 30 2 0.24
150 GBEA000005 30 2 0.25
160 GBEA000006 30 2 0.28
180 GBEA000007 30 2 0.31
200 GBEA000008 30 2 0.33
225 GBEA000009 30 2 0.36
250 GBEA000010 30 2 0.39
275 GBEA000011 30 2 0.44
300 GBEA000012 30 2 0.46
315 GBEA000013 30 2 0.48
350 GBEA000014 30 2 0.53
400 GBEA000015 30 2 0.57
450 GBEA000016 30 2 0.63
500 GBEA000017 30 2 0.69


