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Material
Sendzimir galvanized DX51 DZ 275 MAC.

Type
Rolled sheets stitch-welded and spot-welded, with a 6 mm edge for 
lock rings.

Options
-  customer specific execution 
-  with bird screen
-  other diameters
-  other sheet thicknesses depending on diameter and length
-  other types of edges or connections

AAGC Rain caps
Rain caps are standard spot-welded. Delivery without bird 
screen. 

The cone is attached to the body with 3 legs in 3 mm sheet 
thickness.
 
Diameters up to Ø 140 with edge and Ø 150 up to Ø 1000 with 
edge and inner cone.

Ø                  Code Ø d2 A B H s Weight

mm mm mm mm mm kg

80 AAGC000001 200 50 75 130 0.88 0.73
100 AAGC000002 200 50 75 130 0.88 0.76
120 AAGC000003 250 50 75 150 0.88 1.04
125 AAGC000029 250 50 75 150 0.88 1.10
140 AAGC000004 350 50 100 190 0.88 1.70
150 AAGC000005 350 50 100 190 0.88 1.78
160 AAGC000006 350 50 100 190 0.88 1.82
180 AAGC000007 400 50 100 220 0.88 2.20
200 AAGC000008 400 50 100 220 0.88 2.28
225 AAGC000009 500 50 100 240 0.88 3.09
250 AAGC000010 500 50 100 240 0.88 3.20
275 AAGC000011 500 50 100 240 0.88 3.30
280 AAGC000030 650 50 100 240 0.88 3.32
300 AAGC000012 650 100 150 340 0.88 5.90
315 AAGC000013 650 100 150 340 0.88 6.00
350 AAGC000014 650 100 150 340 0.88 6.10
400 AAGC000015 750 100 150 370 0.88 7.60
450 AAGC000016 750 100 150 370 0.88 8.00
500 AAGC000017 950 150 150 440 0.88 10.80
550 AAGC000018 950 150 150 440 0.88 11.00
600 AAGC000019 1050 150 150 480 0.88 14.60
630 AAGC000020 1050 150 150 480 0.88 14.90
650 AAGC000021 1050 150 150 480 0.88 15.02
700 AAGC000031 1200 200 200 570 0.88 25.90
750 AAGC000032 1200 200 200 570 0.88 20.50
800 AAGC000033 1400 200 200 610 0.88 26.66
850 AAGC000034 1400 200 200 610 0.88 27.40
900 AAGC000035 1550 250 250 680 0.88 31.89
950 AAGC000036 1500 250 250 680 0.88 38.50
1000 AAGC000037 1700 250 250 720 0.88 40.00

AAGC Rain caps




