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AAAD Perforated pipes 

Perforated pipes
These pipes are longitudinally spot-welded or 
stitch-welded. 

Designed for air return in a workspace, 
they are made of metal sheets with 33% 
perforation.  

Ø d Code L s Weight
mm  mm mm kg
80 AAAD000001 990 1.00 1.35
100 AAAD000002 990 1.00 1.63
120 AAAD000003 990 1.00 1.96
125 AAAD000021 990 1.00 2.04
140 AAAD000004 990 1.00 2.29
150 AAAD000005 990 1.00 2.45
160 AAAD000006 990 1.00 2.61
180 AAAD000007 990 1.00 2.94
200 AAAD000008 990 1.00 3.27
225 AAAD000009 990 1.00 3.67
250 AAAD000010 990 1.00 4.08
275 AAAD000011 990 1.00 4.49
280 AAAD000022 990 1.00 4.57
300 AAAD000012 990 1.00 4.90
315 AAAD000013 990 1.00 5.14
350 AAAD000014 990 1.00 5.71
400 AAAD000015 990 1.00 6.53
450 AAAD000016 990 1.00 7.35
500 AAAD000017 990 1.00 8.16
550 AAAD000018 990 1.00 8.98
600 AAAD000019 990 1.00 9.80
630 AAAD000020 990 1.00 10.29

Material
Sendzimir galvanized DX51 DZ 275 MAC plates with 3mm holes every 
5 mm.

Type
Rolled spot-welded sheets with 6 mm edges for lock rings.

Options
- other lengths
- other diameters
-  other types of edges or connections




